
      

LED Post Top Retrofit Solutions 
Emerging Applications 

 Ideal for a dedicated hard-wire requirement to insure the integrity 

of the lighting retrofit and the proper lamp is used in the future if 

maintenance is required 

 Local streets, alleys, or pedestrian walkways – replace HID post 

top luminaires without compromising the aesthetics of the 

original design 

 Retrofit fixture styles - Holophane Arlington 

Features 

 Customizable lens distribution depending on application   

requirements 

 5 year warranty  

Standard Part Numbers for Holophane Arlington 12.2” Diameter Plate                                 

Wattage Part Number Description 

40 Watts  
RF-TD12-U-3-40W-40-GR-ND 12.2” plate - Universal 120Vac - T3 - 115LPW @ 4000K CCT  

RF-TD12-U-5-40W-40-GR-ND 12.2” plate - Universal 120Vac - T5 - 115LPW @ 4000K CCT  

50 Watts  
RF-TD12-U-3-50W-40-GR-ND 12.2” plate - Universal 120Vac - T3 - 115LPW @ 4000K CCT  

RF-TD12-U-5-50W-40-GR-ND 12.2” plate - Universal 120Vac - T5 - 115LPW @ 4000K CCT  

60 Watts  
RF-TD12-U-3-60W-40-GR-ND 12.2” plate - Universal 120Vac - T3 - 115LPW @ 4000K CCT  

RF-TD12-U-5-60W-40-GR-ND 12.2” plate - Universal 120Vac - T5 - 115LPW @ 4000K CCT  

80 Watts   
RF-TD12-U-3-80W-40-GR-ND 12.2” plate - Universal 120Vac - T3 - 115LPW @ 4000K CCT  

RF-TD12-U-5-80W-40-GR-ND 12.2” plate - Universal 120Vac - T5 - 115LPW @ 4000K CCT  
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Custom Engineered Solutions 

  Custom retrofit integrated with Smart Lighting technologies:  

   0-10V dimming wireless network interface module 

   0-10V dimming with wireless remote wireless controller 

   0-10V automatic profile dimming modes  

                 Self Adapting-Midnight - Self Adapting Percentage - Traditional Timer  - Photocell 
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